
  

  

Following several flood events and difficulties clearing 
debris from the existing screen.  Isle of Anglesey County 
Council secured funding from Welsh Government to install 
an automatic trash removal screen. 
The screen has been installed upstream of the Mill Lane 
culvert entrance, to reduce the risk of blockage and make 
removing debris a safer operation. The original screen has 
been refurbished and retained to prevent unauthorised 
access to the culvert.  A bypass screen has also been 
installed for extreme flows. 
The new automatic screen has been developed and 
manufactured by Landustrie Industries in Holland and is the 
first of its kind to be installed in Wales. 

New Automatic 
Screen 
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The screen operates like a belt conveyor lifting debris 
collected at the base up and over the top to drop onto a 
platform, with the tines returning empty underneath. 
The screen starts automatically when the upstream water 
level rises relative to downstream. This occurs when 
material has gathered on the screen and the resultant dam 
effect on the flow causes a level differential. The screen 
stops again when the water levels return to normal. 
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Climate change is predicted to increase rainfall and as a 
consequence the frequency and intensity of flood flows.  To 
manage these risks, we are investigating the use of Natural 
Flood Management (NFM) in the upper catchments, as a 
means of reducing the amount of debris travelling towards 
the screens.  We are also considering if storage areas can 
be created to control how the water flows downstream 
during storm events. 
NFM is a way of working with nature to reduce flood risk.  
NFM can also offer additional benefits such as improved 
biodiversity and water quality.  

 

In accordance with National Covid-19 guidance, we are 
holding an open day on 3rd September 2021, from 12pm 
until 6pm.  This will be an opportunity to come and meet 
the team to ask questions about the screen and future 
plans to mitigate future climate change within the 
catchment.  Also in attendance will be Waterco, who are 
the project designers and Alun Griffiths, who installed the 
screen.  

 

If you would like any additional information, please visit the 
website - www.waterco.co.uk/anglesey 
We can also be contacted using the following contact 
details: 
Anglesey Council email - pemht@ynysmon.gov.uk 
Waterco email - anglesey@waterco.co.uk 
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Following several flood events and difficulties clearing 
debris from the existing screen, Isle of Anglesey County 
Council secured funding from Welsh Government to 
install an automatic trash removal screen.

The screen has been installed upstream of the Mill Lane 
culvert entrance, to reduce the risk of blockage and 
make removing debris a safer operation. The original 
screen has been refurbished and retained to prevent 
unauthorised access to the culvert.  A bypass screen has 
also been installed for extreme flows.

The new automatic screen has been developed and 
manufactured by Landustrie Industries in Holland and is 
the first of its kind to be installed in Wales.

Section Through Screen

Climate Change

Open Day on 3rd September

Additional Information

Collaborators
The screen operates like a belt conveyor lifting debris 
collected at the base up and over the top to drop onto a 
platform, with the tines returning empty underneath.

The screen starts automatically when the upstream water 
level rises relative to downstream. This occurs when material 
has gathered on the screen and the resultant dam effect on 
the flow causes a level differential. The screen stops again 
when the water levels return to normal.

Climate change is predicted to increase rainfall and 
as a consequence the frequency and intensity of flood 
flows.  To manage these risks, we are investigating the 
use of Natural Flood Management (NFM) in the upper 
catchments, as a means of reducing the amount of debris 
travelling towards the screens.  We are also considering 
if storage areas can be created to control how the water 
flows downstream during storm events.

NFM is a way of working with nature to reduce flood risk.  
NFM can also offer additional benefits such as improved 
biodiversity and water quality. 

In accordance with National Covid-19 guidance, we are 
holding an open day on 3rd September 2021, from 12pm 
until 6pm.    
This will be an opportunity to come and meet the team 
to ask questions about the screen and future plans to 
mitigate future climate change within the catchment.  
Also in attendance will be Waterco, who are the project 
designers and Alun Griffiths, who installed the screen. 

If you would like any additional information, please visit the 
website - www.waterco.co.uk/anglesey
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Please join us if you have any questions. A project summary is 
available online at www.waterco.co.uk/anglesey


